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Product information

WISI DXY 0502
FLEXSWITCH 2-way splitter, 5 inputs

Description

The DXY 0502 is a 2-way splitter for 4 satellite IF polarizations and 

terrestrial signals.Due to its low distribution loss, the splitter is 

suitable for any cascadable multiswitch installations.

At a glance:

 � 2-way splitter for 4 satellite polarisations and terrestrial signals

 � Terrestrial path to distribute DVB-T/T2, DAB and FM

 � High screening e�ciency according to Class A

 � Compact dimensions paired with installation friendly 

distance between the F-connectors

 � Colour-coded inputs and outputs

 � Compatibel with all DX FLEXSWITCH models
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WISI DXY 0502

Technical data

SAT-IF trunk 

Inputs SAT 4 pcs. 

Frequency range-SAT 950…2150 MHz 

Isolation SAT -SAT 30 dB 

Return loss SAT 10 dB 

Terrestrial trunk 

Inputs TERR 1 pcs. 

Frequency range TERR 5…862 MHz 

Isolation TERR - SAT 40 dB 

Return loss TERR 10 dB 

Distribution outputs 

Outputs SAT 8 pcs. 

Outputs TERR 2 pcs. 

Frequency range 5…2150 MHz 

Distribution loss SAT 4.5 dB 

Distribution loss TERR 4 dB 

Return loss 10 dB 

Connectors

F-Female 16 pcs. 

General data 

Screening factor Class A, according to EN 50083-2

Impedance 75 Ω 

Operating temperature range -20…+55 °C 

Weight 0.4 kg 

Dimensions (width x height x depth) 195 x 125 x 55 mm 

Packaging data

Sales unit 1 pcs. 

Dimensions (WxHxD) sales unit 200 x 133 x 60 mm 

Packaging volume sales unit 1.6 dm³ 

Gross weight sales unit 0.5 kg 

EAN 4010056769369  

Article number 76936  

Customs tariff number 85291095  


